


DOOR & WINDOW SEALS AQUAMAC WEATHER SEALS

Made with a unigue combination of materials and with
technical performance unparalleled by any other material
used in seals, Schlegel Q-Lon offers the highest standard

Schlegel of sealing function — even under extreme conditions.

Features:
Suitable for most timber applications. . Easily compressed and unaffected by temperature variance.
Impervious to both paint and stain. . Outstanding acoustic performance.
Unaffected by rot, fungi, UV-light or ozone. . Unrivalled thermal performance.
Excellent memory returns to original shape after long compression. ° Wide operating range under extremely cold and warm weather
Low/no stretch gained by rigid insert or glass fibre internal cord. conditions.
Aguamac 21 Weatherseal Aguamac 109 Weatherseal Agquamac 3091 Weatherseal
9,9
Use with Aquamac Recesser (26280). . Use with weatherseal cutter (26287). . Rigid foot. 9,8 40-80
6,6 . Length: 150m.
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2,7-3,0 . .
10,9 -, 40-50
Black 18993/1 18993 18994 Black 19017 92652 Brown 19018
Brown 19007/2 19007 19005 Bronze 19009 92650 White 19018/1
White 19008/2 19008 19006 White 19010 92651 Black 19018/2
Aquamac 63 Weatherseal Aquamac 33 Weatherseal Aquamac 89 Weatherseal
Use with Aquamac Recesser (26281). . Length: 200m. . Length: 2.1Tm.
68 Use with weatherseal cutter (26287). . Use with weatherseal cutter (26287).
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Black 18995/1 18995 18996 Black 19049/2
Brown 19003/2 19003 19001 Bronze 18997 Brown 19049
White 19004/2 19004 19002 White 18998 White 19049/1
Aquamac 124 Weatherseal Aquamac 4846 Weatherseal Mitre Cutters
Use with weatherseal cutter (26287). . Length: 200m. + Stanley type blades.
Use with weatherseal cutter (26287). * Handles have additional
90 non-slip surface.
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Black 19031/1 19031
Brown 19043 19042 Bronze 19000

White 19041 19040 White 18999 W4018



Deventer SPV124 Rebate
Weather Seal

Working temperature -40°C - +120°C.
Age, weathering, UV and ozone resistant.
Length: 150m

12/15/18

2.8-42
12mm 18922 18923 18924
T6mm 18925 18926 18927
18mm 18886 18887 18888

Deventer SPV12 12mm Rebate
Weather Seal

Working temperature -40°C - +120°C.
Age, weathering, UV and ozone resistant.
Length: 180m.

38-5.2

18957
18959

Black
White

Deventer SPV18 18mm Rebate
Weather Seal

Working temperature -40°C - +120°C.
Age, weathering, UV and ozone resistant.
5

Length: 150m. =

38-52

White 18965

Deventer 5717 Weather Seal

Working temperature -40°C - +120°C.
Age, weathering, UV and ozone resistant.
Length: 250m

ﬁmgéa

18885/1
18884

Black
White

8AM - 5PM (MON - FRI)

CALL 01597 823822

Deventer SV2 Glazing Gasket

Working temperature -40°C - +120°C.

Age, weathering, UV and ozone resistant.
Works with Exiwood glazing bead 92725.
Length: 200m.

Black
White

Flat Flipper Seal

Rigid back to aid insertion and retention of
the seal.

Designed for tall, narrow windows.
Designed for rebates 2.7mm wide x 6.5mm
deep.

Height: 12mm.
Length: 50m.

Seals Gaps: 2.5-5mm.

HEIGHT

Brown 19015

White 19014
Compex S22 Straight
Rebate Seal - White

Double seal design with
shatterproof materials.

Length: 50m. T

19029
Compex A10 Window Seal - Brown

Special Double seal design with high quality
shatterproof materials ensures a tight
weatherseal without unsightly cracks.
Seals gaps 4 -6mm.

Size: 10mm rebate.

Length: 45m.
10mm
3mm_
155 4k 9|
19032

JSIF Instafit Seal

Minimal resistance to opening or closmg
Ideal for door & window 5

frames.

Seals gaps 4-7mm. gmm
Size: 150m.

8mm
___>7< Smm >:

Black 19052

Brown 19050
White 19051

Tubex Bubble

High quality
thermoplastic rubber.
50 Shore.

Length: 100m.
Diameter: 6/7.5mm.

Diameter

Black - 19037
Brown 19035 19037/BR
White 19036 19037/WH
Aquatex S22 Weatherseal

Seals gaps from 5mm to 8mm.
(Use cutter - 26280). K
Length: 150m. s

RS

Black 18975
Brown 18977
White 18976

Weather Bars

Improved weather performance over
galvanised or plain plastic bars.

Will not crack or shatter in sub zero
temperatures.
Available in various
lengths.

19012/1

Brown
White

EMAIL INFO@MARCHESIRONMONGERY.CO.UK




DOOR & WINDOW SEALS DOOR & WINDOW SEALS

Metal Galvanized Weather Bar LS Dry Glaze - Black Georgian Bar Tape
Normally set into joinery or concrete under . Self-adhesive EPDM. . Double sided.
the door to prevent water penetration. . Ideal for internal & external glazing. . High density PE foam.
Size: 3.4mm (W) x 13.5mm (H) . UV resistant.
Length: 100m. . Excellent shear strength.

1x9x50m 19024 19027
1x12x50m 19085 19086
1x15x50m 19059/geo 19082
1Tx 19 x 50m 19088 19087
30mm x 6mmx2m 19013 1x22x50m 19084 19083
25mm x 6mm x Tm 19016 19054 2x12x50m 19092/1 19092
E Strip D/Sided Lipped Glazing Tape Flexistrip Butyl Glazing Strips
Self adhesive, multi purpose profile seal. - Double - sided glazing tape with - Interior & exterior applications.
Non stretch backing tape. rigid spine for ease of application. - Overpaintable.
Soft profile. - Size: 18 x 2.8mm. - Size: 15mm (W) x 2.5mm (T).
EPDM will not absorb water. + Length: 100m. - U9 Silicone on page 10. - 4B
Seals Gaps 2-3.5mm. oty [ |
Size: 4mm (H) x g ‘
—
9mm (W) x 5m (L). Ficxistiip f/

I:%g...m—)i
Black 30m W4089
Brown 19191 Black 38584 Brown 30m W4091
White 19190 White 38584/W White 30m W4090
P Strip Expanding Tape Fire Only Intumescent Strip
Self adhesive, multi purpose profile seal. . Wind and water proof. . Self adhesive backing.
Non stretch backing tape. . One side contains an adhesive . Seal expands in the event of a fire.
Soft profile. tape to fix it into the joint. . 10 & 15mm for 1/2 hour fire doors, 20mm

EPDM will not absorb water. for 1 hour fire doors.

Seals Gaps 2-5mm. . Passed to B.S. 476 part 22.
7[\" TN . (All 4mm high & 2.7m long).
5.5mm [ — 7/

T . 2-4x10mm x 10m 21562/1 —
' ! 2-4 x 15mm x 10m 21557/2 - v
2-4 X 25mm x 10m 21557
5-10x T5mm x 5.6m 21562

Black 19111/BL 19382 510 x 20mm x 5.6m 21555 10mm 19045 19046
Brown 19111/B 19380 510 x 25mm x 5.6m  21557/1 15mm 18900 18901
White 19111/W 19381 8-15x20mm x 3.3m  21557/3 20mm 18902 18903
EPDM Dry Glaze Security Glazing Tape Fire & Smoke Intumescent Strip
Non-stretch with one self-adhesive side. + Double sided PVC tape (’o +  Self adhesive backing.

tested to BS7950. \6 +  Seal expands in the event of a fire.

Has excellent UV, weather, + 10 &15mm for 1/2 hour fire doors, 20mm

fungi & oxidation resistance. for 1 hour fire doors.

Passed to B.S. 476 part 22.
(All 4mm high & 2.7m long).

1% 12 x 50m 19034/BLK  19034/WHT
15x22X40M 19039 0
2 X9 x 40m 19038 19057/WH Eﬁ“m Y
2 X 12 x 40m 19097 19097/WH
2 x 15 x 40m 19008 19098/WH
Black (3 x 9mm x 150m) 19059 3x9x25m 19056/BL 19057
Brown (3x 9mm x 150m) 19058 3x12x25m 19090 10mm 19047 19048
White (3 x 9rm x 150m)  19058/W 4% 12 x 20m 19055 19055/WHT  15mm 18904 18905

Black (3 x 15mm x 50m)  19059/2 1x15x50m 18968 18967 20mm 18906 18907




Deventer SV5920 Sliding
Sash Flipper Seal 96m

Working temperature -40°C
-+120°C.

Age, weathering, UV and
ozone resistant.

Groove Size - 3mm x s

5.5mm. =
Black 18951
Brown 18952
White 18953

Parflip Parting Bead

One piece parting bead
that weather seals top
& bottom sashes.

The two parallel rigid
flippers are friction free.
Length: 3m. l

/l\

m

U
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®
3

Brown 92446
White 92447

Retaining Profile

Fits into a 1T0mm groove

allowing the parting bead to be

removed for remedial work.

Length: 3m.

Sold in packs of 10. '7l<'

k10mm >E

Brown 92484
White 92485

Slidex Perimeter Seal

A perimeter or centre rail

seal manufactured in

tough, friction resistant ¢ Bmm_
polymer providing a /l\
flexible, weather tight seal.

Length: 3m \l/

Brown 92503
White 92502

8AM - 5PM (MON - FRI) CALL 01597 823822

Timber Parting Bead with Pile
Carrier - Primed

Includes weather pile carrier. (Choice
of pile available)

Length:3m. R

Sold in packs

of 10. 25 or 28mm E

4 i1)g
7mm or 8mm

25 x7mm 92700
25x 8mm 92702
28 x 8mm 92706

Timber Staff Bead with Pile
Carrier - Primed

Includes weather pile carrier.
(Choice of pile available)
Length: 3m.

Sold in packs of 10.

(15mm,
T20 or
:L, J/25mm
T5mm x 20mm 92489
15mm x 25mm 92688

Slide Pile with Fin

Low friction pile with
single polypropylene fin
which provides easier sash

movement while providing -7
maximum resistance to air 5
and water penetration.

Roll Size: 100m.

48x5mm 92601 92602 92600
48x65mm 92604 92605 92603
48x85mm 92607 92608 92606
48x12mm  ——— 92609

Self Adhesive Pile

Low friction self adhesive pile with
single polypropylene fin which
provides easier sash movement
while providing maximum
resistance to air and
water penetration.

Sizes: 6.7mm x 5mm.
Length: 100m.

Brown 92616
Grey 92617
White 92615

Brush Pile Carrier - Centre Leg

Low friction rigid PVC pile with
single polypropylene fin and flexible
retention spurs on root.
Provides easier sash
movement while providing
maximum resistance to air &

:eZSmm%

A
water penetration. B
Length: 2.2m.

© 53mm
_—
Brown 92448/BR
White 92448

Brush Pile Carrier - Offset Leg

Low friction rigid PVC pile with
single polypropylene fin and flexible
retention spurs on root.
Provides easier sash
movement while providing
maximum resistance to air
& water penetration.

Length: 2.2m.
Brown 92449/BR
White 92449

Self Adhesive Brush Pile Carrier

Self adhesive low friction rigid PVC
pile with single polypropylene fin and
flexible retention spurs on root.
Provides 50% easier sash movement
while providing maximum

resistance to air & water :67-5”“”‘%'
penetration. - !
Length: 2.2m. 1 |
3.5mm
Brown 92500
White 92501
Self Adhesive Carrier

Rigid self adhesive PVC carrier.
(Choice of pile above).

Length: 2.2m.
:é 75mm }:
1 1 /\
3.5mm
u_ =
Brown 92634
White 92635

EMAIL INFO@MARCHESIRONMONGERY.CO.UK




DOOR & WINDOW SEALS

EXIWOOD

} Pinned Glazing Bead
Exiwood - Composite Beading

) : Length: 3m.
Exiwood is a wood replacement product that has Sold in packs of 10
the appearance of wood without the problems. ) 2
Unlike wood it is maintenance free and can be
supplied in a variety of shapes, colours and sizes.
Does not rot Durable Sample Pack - 92726 \.ﬁ,
Knot free, no twists or kinks Thermally efficient
Easily painted Environmentally friendly . N
Weather resistant 100% recyclable \)
UV stable Machines similar to wood e/(lte‘\( 92723
Solid Parting Bead 4mm Bevelled Georgian Bar Pinned Glazing Bead
Length: 3m. Length: 3m. | | 4 Length: 3m.
Sold in packs of 10. Y Sold in packs [/ Sold in packs e
of 10. ~ of 10. —
@ A : :
TN bl g,
- g
7mm 92709
8mm 92710 92718 92720
T Slot Parting Bead 12mm Bevelled Georgian Bar Secret Nail Glazing Bead
Length: 3m. . Length: 3m. 1 1 . Length: 3m.
Sold in packs of 10. Y - Soldinpacks l | 12 - Soldinpacksof 10. $17.5°
of 10. - UsewithSV2Seal 2
A o page 160. - =]
-~ I
25 ! |12 |
22 15
7mm 92711
8mm 92712 92719 92725
Solid Staff Bead 4mm Ovolo Georgian Bar 15.6mm Push Fit Glazing Bead
Length: 3m. | . Length: 3m. | | 4 Length: 3m. 1 5’6 ‘
Sold in packs . Sold in packs Sold in packs T
of 10. i of 10. n of 10.
o~ e
‘ = -
A 22
20mm 92713
25mm 92714 92717 92721
T Slot Staff Bead 6.5mm Ovolo Georgian Bar 25mm Push Fit Glazing Bead
]
Length: 3m. Length: 3m. i 6.5 Length: 3m. 25
Sold in packs N Sold in packs ! Sold in packs
of 10. L of 10. of 10. i
m 2
| — 0
A
22 | =
20mm 92715
25mm 92716 92724 92722
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